4.32 Fixed or Built-in Seating and Tables

4.31.7 Telephone Books. Telephone books,
if provided, shall be located in a position that

and 4.2.6.

4.31.8 Cord Length. The cord from the
telephone to the handset shall be at least
29 in (735 mm) long.

4.31.9* Text Telephones Required
by 4.1.

shall be permanently affixed within, or adjacent
to, the telephone enclosure. If an acoustic cou-
pler (s used, the telephone cord shall be suffi-
clently long to allow connection of the text
telephone and the telephone receiver.

(2) Pay telephones designed to accommodate
a portable text telephone shall be equipped with
a shelf and an electrical outlet within or adja-
cent to the telephone enclosure. The telephone
handset shall be capable of being placed flush
on the surface of the shelf. The shelf shall be
capable of accommodating a text telephone and

ance in the area where the text telephone is to
be placed.

(3) Equivalent facilitation may be provided.
For example, a portable text telephone may be
made available in a hotel at the registration
desk if it is available on a 24-hour basis for
use with nearby public pay telephones. In this
instance, at least one pay telephone shall
comply with paragraph 2 of this section. In

if an acoustic coupler is used, the

so as to allow connection of the text telephone
and the telephone recetver. Directional signage
shall be provided and shall comply with 4.30.7.

4.32 Fixed or Built-in Seating and
Tables.

4.32.1 Minimum Number. Fixed or built-in
seating or tables required to be accessible by
4.1 shall comply with 4.32.

4.32.2 Seating. If seating spaces for people
in wheelchairs are provided at fixed tables or
counters, clear floor space complying with
4.2.4 shall be provided. Such clear floor space

complies with the reach ranges specified in 4.2.5

(1) Text telephones used with a pay telephone

shall have 6 in (152 mm) minimum vertical clear-

telephone handset cord shall be sufficiently long

shall not overlap knee space by more than
19 in (485 mm) (see Fig. 45).

4.32.3 Knee Clearances. If seating for
people in wheelchairs is provided at tables or
counters, knee spaces at least 27 in (685 mm)
high, 30 in (760 mm) wide, and 19 in (485 mm)
deep shall be provided (see Fig. 45).

4.32.4* Height of Tables or Counters.
The tops of accessible tables and counters shall
be from 28 in to 34 in (710 mm to 865 mm)
above the finish floor or ground.

4.33 Assembly Areas.

4.33.1 Minimum Number. Assembly and
associated areas required to be accessible by
4.1 shall comply with 4.33.

4.33.2* Size of Wheelchair Locations.
Each wheelchair location shall provide mini-
mum clear ground or floor spaces as shown
in Fig. 46.

4.33.3* Placement of Wheelchair
Locations. Wheelchair areas shall be an inte-
gral part of any fixed seating plan and shall be
provided so as to provide people with physical
disabilities a choice of admission prices and
lines of sight comparable to those for members
of the general public. They shall adjoin an
accessible route that also serves as a means

of egress in case of emergency. At least one
companion fixed seat shall be provided next to
each wheelchair seating area. When the seating
capacity exceeds 300, wheelchair spaces shall
be provided tn more than one location. Readily
removable seats may be installed in wheelchair
spaces when the spaces are not required to
accommodate wheelchatr users.

EXCEPTION: Accessible viewing positions may
be clustered for bleachers, balconies, and other
areas having sight lines that require slopes of
greater than 5 percent. Equivalent accessible
viewing positions may be located on levels
having accessible egress.

4.33.4 Surfaces. The ground or floor at
wheelchair locations shall be level and shall
comply with 4.5.
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